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Industrial automation instrument elevator
new energy electric power mechinery  
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, , etc.

Technical data

Application Cross reference

How to order

Model

WS10-SD

Poles

IEC60947  ( )IEC60947 data sheet UL1059  ( )UL1059 data sheet

APPROVAL:

(V) Rated voltage (V) Rated voltage(A) Rated current

DEGSON 1/Competitor1 2/Competitor2

(A) Rated current

WS10-SD 284-101 -

Packing

01P 800 57 600 5024-8/0.2-10  

Wire range
(AWG/        )

Product model Pcs./Pkt.

WS10-SD-PE 01P - - - -24-8/0.2-10  

WS10-SD-PE 284-107 -
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D-WS10-SD

D-WS10-SD 01P - - - --/-  

D-WS10-SD 284-301 -

P0 1 1 Y

Series NO. NO. of pole

0 0 A(H)

StandardWS10-SD

1
2

Single pitch

Double pitch PANTONE 430C

DEGSON 01

Í ¨ Ó Ã É «     General Color

1

P0 1 1 C

Series NO. NO. of pole

0 0 A(H)

StandardWS10-SD-PE

1
2

Single pitch

Double pitch

Í ¨ Ó Ã É «     General Color

PANTONE -

DEGSON 0C1

WS10-SD-01P

WS10-SD-PE-01P

D-WS10-SD

25

25

50

210mm

Spring-cage structure with excellent 

resistance to vibration;

Side entry with one input and one output, 

easy for operation;

PE and non-PE specifications available;
2 Maximum wire range: 10mm .
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