
K
A

R
S

O
N

KTL-003-56 19.0 32.0 55.0 20.0

Part No Current Ratingd2 B L E

KTL-003-01

KTL-003-02

KTL-003-03

KTL-003-04

19 A

3.2

4.3

5.3

3.2

5.5

8.0

8.0

5.5

11.5

15.0

15.0

11.5

KTL-003-05

KTL-003-06

KTL-003-07

KTL-003-08

3.7

3.7

3.2

4.3

5.5

6.6

6.6

8.0

11.5

14.4

14.4

15.8 4.5 1.7

KTL-003-94 4.3 6.6 14.4

F

4.3

6.6

6.6

4.3

4.3

6.6

6.6

7.3

6.6

22~20

(0.25~1.0)
10 A4.5 1.3

22~16

(0.25~1.65)

KTL-003-95

KTL-003-09

KTL-003-10

KTL-003-11

27 A

5.3

6.4

8.4

3.2

8.0

11.6

11.6

8.5

15.8

21.7

21.7

16.8

KTL-003-12

KTL-003-13

KTL-003-14

KTL-003-15

3.7

4.3

4.3

5.3

6.6

8.5

6.6

9.5

14.4

16.8

14.4

16.8
4.8 2.3

KTL-003-16 6.4 12.0 21.8

7.3

11.4

11.4

7.75

6.3

7.75

6.3

7.25

11.0

16~14

(1.04~2.63)

KTL-003-17

KTL-003-18

KTL-003-19

KTL-003-20 37 A

8.4

10.5

4.3

5.3

12.0

13.6

9.5

9.5

21.8

25.5

20.0

20.0

KTL-003-21

KTL-003-22

KTL-003-23

KTL-003-24

6.4

3.7

4.3

5.3

12.0

9.5

9.5

9.5

21.4

19.8

19.8

19.8

6.8 3.2

KTL-003-25 6.4 12.0 25.8

11.0

13.9

8.2

8.2

8.5

8.25

8.25

8.25

13.0

12~10

(2.63~4.6)

KTL-003-26 8.4 15.0 28.0

KTL-003-27 10.5 15.0 28.0

13.7

13.7

48 A6.8 3.5
8

(2.63~6.64)

Qty/Box Weight/Box

3.4

D

2.8

4.0

5.0

5.6

d1

KTL-003-28

KTL-003-29

KTL-003-30

KTL-003-31

88 A

5.3

6.4

8.4

10.5

12.0

12.0

15.0

15.0

23.8

23.8

29.8

29.8

KTL-003-32

KTL-003-33

KTL-003-34

KTL-003-35

13.0

5.3

6.4

8.4

20.0

12.0

12.0

16.0

33.5

27.5

27.5

32.5 10.0 5.8

KTL-003-36 10.5 16.0 32.5

9.3

9.3

13.8

13.8

15.0

11.5

11.5

14.5

14.5

8

(6.64~10.52)
62 A8.5 4.5

6

(10.52~16.78)

KTL-003-37

KTL-003-39

KTL-003-40

160 A

13.0

6.4

8.4

22.0

16.5

16.5

40.8

33.7

33.7

KTL-003-41

KTL-003-42

KTL-003-43

KTL-003-44

10.5

13.0

6.4

8.4

16.5

22.0

22.0

22.0

36.7

42.5

41.0

41.0
14.0 9.4

KTL-003-45 10.5 22.0 43.0

19.8

13.45

13.45

15.95

19.5

16.0

16.0

18.0

2

(26.66~42.42)

KTL-003-46

KTL-003-47

KTL-003-48

KTL-003-49 215 A

13.0

8.4

13.0

22.0

22.0

22.0

22.0

43.0

47.0

47.0

49.0

KTL-003-50

KTL-003-51

KTL-003-52

KTL-003-53

17.0

19.0

8.4

10.5

32.0

32.0

27.0

27.0

54.0

54.0

50.5

50.5

18.0 11.4

KTL-003-54 13.0 27.0 52.5

18.0

18.0

18.0

20.0

20.0

20.0

18.0

18.0

20.0

0

(42.42~60.57)

KTL-003-55 17.0 32.0 55.0 20.0

235 A19.0 13.5
2/0

(60.57~76.28)

8.8

6.9

13.4

15.4

17.5

Ring Terminals
Electrolytic Copper

Tin Plated

Soldered Barrel

Non Insulated

10.5

115 A12.0 7.7
4

(16.78~26.66)
11.3

AWG(mm  )

Wire Size
2

200 5.1kg

7000

6000

6000

7000

9000

6000

6000

6000

6000

2.8 kg

3.5 kg

3.1 kg

2.9 kg

3.3 kg

3.6 kg

3.2 kg

3.5 kg

2.9 kg

6000

4000

4000

5000

7000

4000

5000

4000

3000

3.3 kg

3.8 kg

3.1 kg

3.8 kg

3.9 kg

3.2 kg

2.8 kg

3.2 kg

2.4 kg

3000

3000

3000

3000

3000

3000

3000

3000

2000

2.9 kg

2.9 kg

3.6 kg

3.5 kg

4.1 kg

5.0 kg

4.7 kg

4.4 kg

4.1 kg

2000

2000

4.0 kg

3.9 kg

2000

2000

1000

1000

600

1000

1000

700

600

4.3 kg

3.9 kg

4.6 kg

3.8 kg

4.4 kg

5.0 kg

4.9 kg

4.2 kg

3.3 kg

600

600

400

400

400

300

300

300

4.7 kg

6.1 kg

3.4 kg

3.9 kg

4.1 kg

5.1 kg

4.9 kg

5.0 kg

300

200

200

200

200

200

200

200

200

4.7 kg

4.4 kg

4.3 kg

4.1 kg

4.3 kg

4.6 kg

4.2 kg

4.1 kg

4.1 kg

200 4.1 kg

Unit = mm



K
A

R
S

O
N

KTL-003-57

KTL-003-58

KTL-003-59

KTL-003-60

300 A

8.4

10.5

13.0

17.0

27.0

27.0

27.0

32.0

52.5

52.5

52.5

58.0

KTL-003-61

KTL-003-62

KTL-003-63

KTL-003-64

19.0

21.0

10.5

13.0

32.0

32.0

28.5

28.5

58.0

58.0

55.25

55.25

21.0 16.4
KTL-003-65 17.0 32.0 69.0

19.0

19.0

19.0

22.0

22.0

22.0

20.0

20.0

32.0

3/0

(76.28~96.3)
255 A20.0 14.5

4/0

(96.3~113.04)KTL-003-66

KTL-003-67

KTL-003-68

KTL-003-69

350 A

19.0

21.0

23.0

10.5

32.0

32.0

32.0

32.0

69.0

69.0

69.0

62.0

KTL-003-70

KTL-003-71

KTL-003-72

KTL-003-73

13.0

17.0

19.0

21.0

32.0

32.0

32.0

32.0

62.0

72.0

72.0

72.0

24.0 18.0

KTL-003-74 23.0 32.0 72.0

32.0

32.0

32.0

22.0

22.0

32.0

32.0

32.0

32.0

4/0

(113.04~117.2)

KTL-003-75

KTL-003-76

KTL-003-77

KTL-003-78
395 A

10.5

13.0

17.0

19.0

36.0

36.0

36.0

36.0

68.0

68.0

68.0

81.0

KTL-003-79

KTL-003-80

KTL-003-81

KTL-003-82

21.0

25.0

10.5

13.0

36.0

36.0

40.0

40.0

81.0

81.0

73.0

73.0

27.0 19.5

KTL-003-83 17.0 40.0 73.0

23.0

23.0

23.0

36.0

36.0

36.0

24.5

24.5

24.5

25~300MCM

(117.2~152.05)

KTL-003-84 21.0 40.0 87.5

KTL-003-85 13.0 44.0 78.0

39.0

24.5

400 A28.5 21.0
300~350MCM

(152.05~192.6)

22.4

19.5

24.0

26.5

28.6

KTL-003-86

KTL-003-87

KTL-003-88

KTL-003-89

650 A

17.0

21.0

23.0

25.0

44.0

44.0

44.0

44.0

78.0

91.0

91.0

91.0

KTL-003-90

KTL-003-91

KTL-003-92

KTL-003-93

13.0

17.0

21.0

25.0

50.5

50.5

50.5

50.5

94.25

94.25

104.75

104.75

35.5 28.0

24.5

37.5

37.5

37.5

33.5

33.5

45.0

45.0

500~600MCM

(242.27~325.0)

470 A31.5 24.0

37.6

32.5
400MCM

(192.6~242.27)

Part No Current Ratingd2 B L EF Qty/Box Weight/BoxDd1 AWG(mm  )

Wire Size
2

100

100

100

100

100

100

80

80

80

3.9 kg

3.8 kg

3.7 kg

4.6 kg

4.3 kg

4.1 kg

4.2 kg

4.2 kg

5.1 kg

80

80

80

60

60

60

60

60

60

4.9 kg

4.6 kg

4.4 kg

4.0 kg

3.9 kg

5.4 kg

6.1 kg

5.9 kg

4.0 kg

40

40

40

40

40

40

40

40

40

3.9 kg

3.8 kg

3.6 kg

4.9 kg

4.7 kg

4.6 kg

5.1 kg

5.1 kg

4.9 kg

40

40

5.3 kg

4.9 kg

40

40

40

40

20

20

20

20

5.3 kg

5.1 kg

4.9 kg

4.7 kg

5.2 kg

4.9 kg

6.1 kg

5.6 kg

Unit = mm
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